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162 Further information at Bals.com . Voltages and frequencies not listed here available on request.

 � For plugs and sockets: polarity switchover circuits/ star-delta circuit
 � Protection degree IP44

7-POLE 
PLUGS AND SOCKETS

Fig.: Type 11481

Surface Mounting Socket Outlet TE
• Screw terminals
• High-temperature-resistant contact carrier
• Nickel plated contacts
• Cable entry 1x at top (open),  

2x at bottom (closed)
• Base rotatable by 180°
• 4 mounting holes in enclosure base
• Protection degree IP44

Dimension drawing: see page 28/3 (1 MB 2 
under 5-pole)
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Fig.: Type 13329

Panel Mounting Socket Outlet TE
• Screw terminals
• High-temperature-resistant contact carrier
• Nickel plated contacts
• Flange 75 x 75 mm
• Protection degree IP44

Dimension drawing: see page 244/3 (4 MB 4 
under 5-pole)

 16 7 13326 13327 10 195

 32 7 13328 13329 10 270

230V
50-60 Hz

400V
50-60 Hz

 7pol
9h

7pol
6h

g
Qty each

7

6P+E
Ampere Poles

Fig.: Type 12393

Panel Mounting Socket Outlet TE
• Screw terminals
• 20° angled
• High-temperature-resistant contact carrier
• Nickel plated contacts
• Flange 100 x 92 mm
• Protection degree IP44
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Fig.: Type 210067

Plug with TE Multi-Grip
• Screw terminals
• High-temperature-resistant contact carrier
• Nickel plated contacts
• Special gland, simultanous cable gland  
 and seal
• Protection degree IP44

Dimension drawing: see page 78/2 (2 MB 93 
under 5-pole)
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Fig.: Type 24196

Surface Mounting Appliance Inlet TE
• Screw terminals
• High-temperature-resistant contact carrier
• Nickel plated contacts
• Protection degree IP44

Dimension drawing: see page 82/1 (5 MB 45 
under 5-pole)
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Fig.: Type 310123

Connector TE with Multi-Grip
• Screw terminals
• High-temperature-resistant contact carrier
• Nickel plated contacts
• Special gland, simultanous cable gland  

and seal
• Protection degree IP44

Dimension drawing: see page 99/2 (3 MB 62  
under 5-pole)
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 32 7 310381 310123 10 395
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 � For plugs and sockets: polarity switchover circuits/ star-delta circuit
 � Protection degree IP67

7-POLE 
PLUGS AND SOCKETS

Fig.: Type 11542

Surface Mounting Socket Outlet TE
• Screw terminals
• High-temperature-resistant contact carrier
• Nickel plated contacts
• Protection degree IP67

Dimension drawing: see page 30/3 (1 MB 8 
under 5-pole)

 16 7 11634 11542 1 495
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Fig.: Type 11714

Surface Mounting Socket Outlet TE
• Screw terminals
• High-temperature-resistant contact carrier
• Nickel plated contacts
• Protection degree IP67

Dimension drawing: see page 31/1  
(1 MB 14 under 5-pole)
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Fig.: Type 13333

Panel Mounting Socket Outlet TE
• Screw terminals
• High-temperature-resistant contact carrier
• Nickel plated contacts
• Flange 75 x 75 mm
• Protection degree IP67

Dimension drawing: see page 245/2 (4 MB 5   
under 5-pole)

 16 7 13330 13331 10 230

 32 7 13332 13333 10 320
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Fig.: Type 12397

Panel Mounting Socket Outlet TE
• Screw terminals
• 20° angled
• High-temperature-resistant contact carrier
• Nickel plated contacts
• Flange 100 x 92 mm
• Protection degree IP67
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Fig.: Type 21669

Plug TE with Multi-Grip
• Screw terminals
• High-temperature-resistant contact carrier
• Nickel plated contacts
• Special gland, simultanous cable gland  

and seal
• Protection degree IP67

Accessories: closure cap, see page 102/3
Dimension drawing: see page 79/1 (2 MB 94  
under 5-pole)
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Fig.: Type 31515

Connectors TE with Multi-Grip
• Screw terminals
• High-temperature-resistant contact carrier
• Nickel plated contacts
• Special gland, simultanous cable gland  

and seal
• Protection degree IP67

Dimension drawing: see page 100/2 (3 MB 63  
under 5-pole)

 16 7 31512 31513 10 295

 32 7 31514 31515 10 465
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 � For plugs and sockets: polarity switchover circuits/ star-delta circuit
 � Protection degree IP44, IP67

7-POLE 
PLUGS AND SOCKETS

Fig.: Type 16374

Surface Mounting Socket Outlet TE
• High-temperature-resistant contact carrier
• Nickel plated contacts
• Switched
• Lockable in 0-position
• Protection degree IP44

Dimension drawing: see page 45/2 (12 MB 24 
under 5-pole)

 16 7 16441 16374 1 1105
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Fig.: Type 16378

Surface Mounting Socket Outlet TE
• High-temperature-resistant contact carrier
• Nickel plated contacts
• Switched
• With mechanical double interlocking
• Lockable in 0-position
• Protection degree IP44

Dimension drawing: see 
page 45/2 (12 MB 24 under 16A, 5-pole) for 16A, 7p
page 45/2 (12 MB 24 under 32A, 5-pole) for 32A, 7p
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Fig.: Type 16380

Surface Mounting Socket Outlet TE
• High-temperature-resistant contact carrier
• Nickel plated contacts
• Switched
• With mechanical double interlocking
• Lockable in 0-position
• Protection degree IP67

Dimension drawing: see 
page 46/2 (12 MB 11 under 16A, 5-pole) for 16A, 7p
page 46/2 (12 MB 11 under 32A, 5-pole) for 32A, 7p
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Fig.: Type 26002

Panel Mounting Appliance Inlet TE
• Screw terminals
• High-temperature-resistant contact carrier
• Nickel plated contacts
• Protection degree IP44

Dimension drawing: see page 89/1 (5 MB 24 
under 5-pole)

 16 7 26012 26013 10 200

 32 7 26001 26002 10 300
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Fig.: Type 26006

Panel Mounting Appliance Inlet TE
• Screw terminals
• High-temperature-resistant contact carrier
• Nickel plated contacts
• Protection degree IP67

Accessories: closure cap, see page 102/3

Dimension drawing: see page 90/1 (5 MB 1 
under 5-pole)

 16 7 26003 26004 10 275

 32 7 26005 26006 1 350
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Fig.: Type 27120

Panel Mounting Appliance Inlet TE
• Screw terminals
• High-temperature-resistant contact carrier
• Nickel plated contacts
• Protection degree IP67

Accessories: closure cap, see page 102/3

Dimension drawing: see page 92/1 (5 MB 22 
under 5-pole)

 16 7 27117 27118 10 240

 32 7 27119 27120 10 410
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 � IEC 60309, EN 60309, VDE 0623
 � Protection degree IP44, IP67

1H PLUGS AND SOCKETS

Fig.: Type 110579

Surface Mounting Socket Outlet
Quick-Connect TE
• Screwless terminals
• Kontex contact
• Nickel plated contacts
• Cable entry 1x at top (open) and 1x at 

bottom (closed) for 16A 3p
• Cable entry 1x at top (open), 2x at bottom 

(closed) for 16A 4p - 32A 5p
• Base rotatable by 180° 
• Protection degree IP44
Dimension drawing: see page 28/2 (1 MB 7) for 
16A 3p,page 28/3 (1 MB 2) for 16A 5p - 32A 5p

 16 3 110577 10 185

 16 4 110353 10 305

 16 5 110394 10 330

 32 4 110578 10 370

 32 5 110579 10 380

>50 - 500V

3pol 4pol 5pol
1h    1h    1hAmpere Poles

g
Qty  each

3 4 5

2P+E 3P+E 3P+N+E

Fig.: Type 11889

Surface Mounting Socket Outlet TE
• Cable entry 1x at top (open), 2x at  

bottom (closed) for 63A
• Cable entry M50 from above for 125A
• Base rotatable by 180° for 63A
• High-temperature-resistant contact carrier
• Kontex contact
• Box terminals
• Nickel plated contacts
• Protection degree IP44 for 63A, IP67 for 125A

Dimension drawing: see page 29/2 (1 MB 4) 
for 63A, page 31/3 (1 MB 20) for 125A

 63 5 11889 5 825

 125 5 110140 1 2085

>50 - 500V

3pol 4pol 5pol
1h    1h    1hAmpere Poles

g
Qty  each

3 4 5

2P+E 3P+E 3P+N+E

Fig.: Type 130278

Panel Mounting Socket Outlet
Quick-Connect TE
• Screwless terminals
• High-temperature-resistant contact carrier
• Kontex contact
• Nickel plated contacts
• Flange 75 x 75 mm
• Protection degree IP44

 16 3 130277 10 110

 16 4 130077 10 130

 16 5 130278 10 170

 32 4 130040 10 205

 32 5 13822 10 225

>50 - 500V

3pol 4pol 5pol
1h    1h    1hAmpere Poles

g
Qty  each

3 4 5

2P+E 3P+E 3P+N+E

Fig.: Type 130279

Panel Mounting Socket Outlet TE
• Screw terminals
• Flange 107 x 100 for 63A
• Flange 120 x 120 for 125A
• High-temperature-resistant contact carrier
• Kontex contact
• Box terminals
• Nickel plated contacts
• Protection degree IP44 for 63A, IP67 for 

125A
Dimension drawing: see page 58/2 (4 MB 265) 
for 63A, page 64/1 (4 MB 55)

 63 5 130279 5 530

 125 5 13613 5 1125

>50 - 500V

3pol 4pol 5pol
1h    1h    1hAmpere Poles

g
Qty  each

3 4 5

2P+E 3P+E 3P+N+E

Fig.: Type 120256

Panel Mounting Socket Outlet 
Quick-Connect TE
• Screwless terminals
• 20° angled
• High-temperature-resistant contact carrier
• Kontex contact
• Nickel plated contacts
• Flange 85 x 85 mm
• Protection degree IP44

Dimension drawing: see page 59/3 (4 MB 264) 

 16 3 120442 10 125

 16 4 120150 10 145

 16 5 120282 10 175

 32 4 120157 10 235

 32 5 120256 10 265

>50 - 500V

3pol 4pol 5pol
1h    1h    1hAmpere Poles

g
Qty  each

3 4 5

2P+E 3P+E 3P+N+E

Fig.: Type 120280

Panel Mounting Socket Outlet TE
• Screw terminals
• 15° angled
• Flange 114 x 114 mm
• High-temperature-resistant contact carrier
• Kontex contact
• Box terminals
• Nickel plated contacts
• Protection degree IP44 for 63A, IP67 for 

125A
Dimension drawing: see page 61/2 (4 MB 10) 
for 63A, page 67/1 (4 MB 9) for 125A

 63 5 120280 5 665

 125 5 12689 5 980

>50 - 500V

3pol 4pol 5pol
1h    1h    1hAmpere Poles

g
Qty  each

3 4 5

2P+E 3P+E 3P+N+E

Fig.: Type 110140

Fig.: Type 13613

Fig.: Type 12689
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